The PSG (Programmable Sound Generator) contains three tone generators and one noise generator. 
' gach of the tone and noise generators can be distributed left and right, enabling a pseudo stereo 
| .ffect to be generated. (See "System Control Port”. ) 

“Control of the PSG itself, which is described below, is performed by means of the write 
? operation to 1/0 area 7FH. 
i The basic clock is 3.579545 MHz. The data to be sent from the CPU is immediately latched in the 
} ps, hence there is no need for a wait. The sound output goes OFF in the case of a power-on reset. 
} Design the software so that the output goes OFF at the beginning of the program as well. 


Wa an 5 


Each tone generator consists of a frequency setting section (programmable counter) and a level 
setting section (programmable attenuator). 


(1) Method of calculating the 10-bit frequency division ratio n 
At the frequency setting section, the basic clock is frequency-divided to 1/32. 
This: is further frequency divided by the tone counter set by the 10 bits F9 (MSB: top bit) to 
FO (LSB: bottom bit). 
Consequently, the basic clock frequency is divided by 32, then the desired frequency can be 
output by setting the value obtained by dividing the frequency-divided clock by the desired 
frequency in F9 to FO. 


{1] Tone generator 
« 


n = N/(32 x f) 
Where n = 10-bit frequency division ratio (F9 to FO) 
N = Basic clock 
f = Desired frequency 


(2) Tone frequency setting 
Set the 10-bit frequency division ratio (F9 to FO) in the tone counter in order to obtain the 
desired frequency. The 1st and 2nd bytes are identified by means of the top bit. 
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(3) Example of frequency setting 
Consider an example in which the basic clock frequency is 3.579545 MHz and the desired 


frequency of 440 Hz is output from TONE 1. (corresponding to "A” on the musical scale) 
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a. Calculation of frequency division ratio n 
n = N/(32 x f) 
= 3579545/(32 x 440) 


*% 254.229 
nis a 10-bit integer, hence the nearest integral value is 254. 


Consequently, the frequency actually output is 
¥ = N/@2Z xn) 
= 3579545/(32 x 254) 
i * 440.397 (Hz) 


Here, the pitch error AC is obtained according to the following equation. 
AC ={(f - £)/f}/(122* 2-1) 

* {(440.397-440)/440}/ (128? 12-1) 

=(0.397/440)/0.000578 = 7.56 
f: True frequency f’: Actual frequency '28°7/2 


b. Data sent to PSG 
n = 254 
= 00111111108 
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(4) Tone level setting 
The frequency set by the tone generator is sent to the level setting section where the volume 


level is set. The level setting section is a programmable attenuator which enables the volume level 
to be set in 16 steps from 0 dB to OFF according to a 4-bit attenuation value. 
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[2] Noise generator 

The noise generator consists of a noise generator circuit and a level setting section. 
The source of the noise supplied from the noise generator circuit is a shift register with EX-OR 
feedback. Each time the noise control register changes, the shift register is cleared, 


lady, 


The shift clock of this shift register is determined by four modes that are in turn determined 
et by NFO and NF1. If NFO = NF1 = 0, for example, the shift clock becomes (N/32)/16. 
- In this case, if FB = 0, this shift clock will be frequency-divided by 16, resulting in synchronous 
noise of a frequency of N/(32 x 16 x 16). If FB = 1, the shift register will be driven by this 
shift clock with EX-OR feedback, resulting in the generation of white noise. 


(1) Noise generator ciycuit contro] 
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<At this time, the tone of the 
noise can be varied continuously 


hei et 


a. Synchronous noise (FB = 0) 
When ONFO = NF1 = Yalue other than 1 
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* The noise frequency is (N/(32 x k))/16 = N/(32 x k x 16) 


When NFO = NF1 = 1 (Control by tone 3) 
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* The noise frequency is (frequency TONE 3)/16 = N/(32 x n x 16) 


b.White Noise (FB = 1) 
Spectrum when NFO = 0 NF1 = 1 n= 
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(2) Noise level setting 
Ist byte only 
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* The attenuation control is the same as for "Tone”. 


4] Register address feed 
“pee uses the three bits R2 to RO of the Ist byte to judge which control register the data has 


peen sent from. 


jojo] 1| Tone 1 attenuation 
fo] 1 fo. Tone 2 frequency division ratio 


Tone 3 attenuation 
fi] 1 {ol Noise generator circuit control 


[4] Correlation between the sound elements and PSG 


Sound element | Physical element Correlation with PSG 


a Pitch of sound} Frequency [1] - (2) Tone frequency setting, 
fs [2] - (1) Noise generator circuit gontrol 


reese 
Tone Hermonic This is mainly related towave length. In the tone generation 
components | mode, the PSG can output three frequencies simultaneously from 
only a 50% duty pulse kaveform. Consequently, by combining 
attenuation control with this mode, the harmonic components 
can be controlled. In the synchronous noise mode, a 6.25% 
duty pulse waveform. 


Strength Amp1itude As described jn (1] - (3) and [2] - (2), the attenuation of | 
of tone the three tones and noise can be controlled by 4-bit data. 
Way ‘ 


The wave length at left can be realized by using external data 


Envelope | 
to control each attenuation. This can be done in the range 
| 
{ 
{ 


jn which sound 


is emitted. where the 4-bit attenuation data is rewritten and enve lope 


sequence control performed at each step. The tone and noise : 
frequencies can be controlled by the range 1n WIG APPS IIE, 
control can be performed. . 
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(next page) for scale divided e@ally into 12 


Relation between musical interval and frequency division ratio 
parts (basic clock: 3.579545 MHz) 


Musical Frequency 
interval division PSG output Actual frequency 
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« f = 3579545/(32 x n) mn: 10-bit frequency division Maximum frequency is n = 1 
x In the previous table, musical interval was calculated on the basis of 440 Hz as concert pitch. 


* Regarding HEX, the X part is as follows: 


ist is the ist byte 
2nd is the 2nd byte 


The upper limit is 3579545/32:1 


TONE 1 to 3 


— 440 Hz As Duty S02 


———"-+— 220 Hz As; 


-— 110 Hz A, 


— 3 ese es oe 
—— ee Base tone in synchronous noise mode 
ee . Duty 6.25% 
a 2a — 27.5 Hz Ao 
ae ae -e  13.75Hz 
309004 
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ta Control and Supplementary Items 


Data input timming chart 


mean ee [a ee | 


-Power switch-on 


‘Turn each ATT OFF 


‘When #1 alone is output 
at a level of a db for 
t hours (ex.1). 

‘When the envelope of #2 
alone is controlled at 
a fixed frequency of 

f Hz (ex.2). 


“When the total of #1, 2 
and 3 is output for 
only t hours (ex.3) 


-¥hen envelope control o 
f #1 and 2 is performed 
for only t hours (ex.4) 


sett 
setzie 


Set the frequency : set3 3 
*k ; Csetotf 


: at the start. 
er 


‘Yhen the shift register 
Clock: 4s varied by ‘TONE 
#3 while the NOISE 
attenuation remains 
fixed (ex.5) 


*The #3 tone output is 
unnecessary, hence ATT 
remains OFF. 


Flow of data control timing (t is controlled by an external processor.) 


If a frequency of no greater than that generated by the tone generator is output, the outputs 
shown in the table below will be obtained due to the synchronous noise mode of the noise generator 
section. (Basic clock: 3.579545 MHz) 


Musical Frequency HEX (CTONE3) 


interval | division PSG output Actual frequency 
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* Set E3H for control of the noise generator circuit (synchronous noise mode). 
f = TONE 3 frequency/16 = 3579545/(32 x n x16) 


CONF pst: minual’ END 
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System control port 
9 1/0 port 02H (Read/Write) 
** Normally, be sure to make the status of this port "1". When using this value, first, 
ot the status to "1" after the first NMI is generated, then subsequently set it to 0”. 


? 


if you fail to do this, the next NMI will not be generated. 


Addition: 

An NMI is enabled after the execution of one command from when the port is set to "0". 
This is to prevent the NMI from becoming active once asain in the NMI routine. 
Normally, therefore, perform the following processing. 


NAT: 


LD A, 11XXXXXXB 

OUT (002H),A 

LD A, O1XXXXXXB 

OUT (002H) ,A 

RETN : An NMI is enabled after this command. 


B. System contro] port 
© I/0 port O5H (Read/Write) 
Mode setting for serial communications 


* INT 
* There is no need to perform an operation such as that of 1/0 port 02H. 


Addition } -annot 

When using this function (serial communications NMI), set id Oo dirt 02H to the disable 
state ("1"). An NMI will be generated at the fall of the pulse at the NMI terminal. 
If, however, a serial communications N4I is generated, the NMI terminal will go LOWY, preventing the 
next N4I from becoming active. The NMI terminal is made HIGH as a result of reading the data of 1/0 
port 04H, so read the data each time an NMI is generated. If it is conceivable that the MMI 
terminal may already be LOW at the start of the communications, perform a “dummy” read operation onc 
e, 


B. System contro] port 


@ 1/0 port O6H (Write Only) 

Left-right distribution of sound Supplementary explanation When the headphones are plugged in, 
the output from the speaker is cut off and. instead the sound wil] be heard in stereo from the 
headphones. When the earphones are not plugged in, the sound will be heard fromthe s eaker 10 
monaural. In the latter case, the distribution of the sound from all channels {t ret cays noise) 

will be enabled. If the output from the left and right channels was disabled not by attenuator 

control but-by distribution, the sound will not be heard from the headphones but will be heard from 
the speaker. To turn off both the left and right channels of the speaker, use the PSG. .- SEGA 
by PSG side control. PROPERTY OF SEGA 


¢. Communications 
® Connecting the communications cable Cross-connect the game gear communications cable as shown 
below. 


Communications connector 


To opposite side PC2 


oO 


To opposite side PC3 
To opposite side PCO 


To opposite side PC1 


To opposite side PC5 
To opposite side PC6 
To opposite side GND 


To opposite side PC4 


@ Parallel communications : ae 
PCO to PC6 can be set to an arbitrary input or outpyd BS ot the control register of the 

I/O port. Be sure to set the connecting terminals so that the terminal on one side is the output, 
and that on the opposite side is the input. (Never make the terminals on both sides the output. ) 
In the case of parallel communications, control the exchange of data either by polling using 
software (check the data), or by applying an interrupt (NMI) using PC6. When applying an MMI using 
PC65, however, it is necessary to take noise into account because an NMI will be generated by 
a momentary change in PC6. . 


@ Serial communications 

Serial communications can be performed in one of two single directions, from PC4 (output from 
one’s own side) -> PCS (input to opposite side), or from PC5 (input to one’s on side) <- PC4 
(output from opposite side). Serial and parallel conversion and interrupt (NMI) generation 
(when data is received) accompanying the receiving or sending of data take place automatically when 
the hardware is connected to these terminals. To perform serial communications, set TON and RON of 
I/0 port 05H to "1". By doing this, PC4 will automatically become the output, and PC5 the input. 
These settings will take priority over the PC4 and PC5 input/output settings. Bits other than those 
of PC4 and PC5 will become the settings of I/O port 02H. (Like (2), never make both terminals the 
output.) When performing serial communications only, be sure to set NINT of I/0 port 02H to prevent 
PC6 from generating an MMI. 


@ Coexistence of parallel and serial communications 
Khen performing serial communications, PC4 and PCS are used to send and receive serial data. 
parallel communications can be performed using the bits other than these. An NMI can be generated 
by PC6 and also by receiving of serial data. In the former case, care must be taken because PCS 
goes not haye a data receiving flag such as the serial RXRD. The blocks of the circuit used to 
generate these NMI are shown below. 


Flip-flop for parallel communication 
PC6 
NINT 


OR and 


inverted 
output 
Receiving of serial data : 


Reading of serial data 


Flip-flop for serial communication 


An NMI is generated when one of the two reset flip-flops is set. (This is because an NMI is 
generated not when the pulse level is LOW but when the pulse falls.) It should be appreciated that 
it is necessary to reset the set flip-flop so that the next NMI can be generated. 
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